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WiFi Settings 
 

Basic 

It shows some information of the wireless connection. 
Enable: Open or close the router wireless function. 
Mode: Choose Wireless network protocol such as 11b/g/n and mixed type. 
Channel: The channel currently used. You can select channel from 1 to 13. The router will 
choose the frequency by itself if you select the “Auto”.  
SSID: Set the SSID. You can connect the router by this SSID. It can be hidden or isolated. If 
select Hide function, the router’s SSID cannot be scanned; Select Isolated function, it can 
prevent wireless communications. 
Hide SSID: Enable this function, wireless client will not scan to the router’s SSID. 
The router’s security mode supports (Disable， WEP(AUTO)，WPA-PSK，WPA2-PSK，
WPAPSKWPA2PSK). 

 

 

3.7.2 WPS 

WPS is the simplest way to establish a connection between the wireless clients and the 
wireless router. You do not have to select the encryption mode and fill in a long encryption 
passphrase every time when you try to setup a wireless connection. You only need to select 
enable on WPS configuration and press a button on wireless. 



 
WPS PBC authentication: 

 
If your WIFI Enabled, Device supports WPS (WIFI Protected Setup) and you have 

forgotten or do not wish to enter your password to connect to your 4G680V2.0, you may use 
the following available procedures for quick access to WIFI. 
Open the WPS: 
WPS can be opened by two methods. The first method is Entering the management interface 
page, press the ‘Apply ‘, open the WPS. It will continue 120 seconds. Like the following 
picture. 

 
Select the SSID of the device and connect. Then you can see like the following picture. 

 
The second method is, Select the SSID of the device and connect 



 

 

Press the WPS button on the 4G680V2.0, activate the WPS. It will lasting 120 seconds.  

Then you can see like the following picture. 

 

WPS PIN authentication: 

The connection to the 4G680V2.0 is achieved by inputting the relevant PIN key into the 

enrollee PIN text box, which you may find in the wireless network card. When you applied. It 

will lasting 120 seconds. The premise is that the wireless network card or the clients must 

support WPS PIN authentication. Like the following pictures. 



 

 

 


